Specifications

ORDER INFORMATION

Current Rating: 2A AC,DC _
Contact Resistance: 20mQ Max P ylv— 20 zlg —X —%— —'?‘— 2 >—(|X
Insulation Resistance: 1000MQ Min st~ type || [reigntz.omm || [ rors + wv or | [Costomer Desian] | [No. of Contacts
Withstanding Voltage: 500V AC/minute ) Dimension E’g; Rz(\;v)
Tempel_‘ature Range: _40°C ~ +105°C ) GO0:Gold Flash [S0:Selective Flash|
Materlal Pitch 2.0mm G1:Gold 3u" | Si1:Selective 3u" bual Row
Insulator: Ny|0|’] 6T, UL94V-0 G2:Gold 5u" | S2:Selective 5u"
R G3:Gold 10u" |S3:Selective 10u"
Contact: Copper A”Oy G4:Gold 15u"  [S4:Selective 15u"
G5:Gold 30u" |S5:Selective 30u"
2.00 x No. of Positions+0.35
2.00 x (No. of Positions-1)£0.15
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Recommended PCB Layout 0 \J \J W, 7 \J , 7 W, W,
(PCB TOLERANCE £0.05) —
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CUSTOMER P/N APPROVED
TITLE: REV. NE  [.X x0.25( L&Al ==Ly
REV. DESCRIPTION DATA Pin Header 2.00mm Plastic Height 2.0mm A TOLERANCE |. XX £0.20| SCALE FREE UNIT mm




